/LMH---LGA S8 RIS

ZEBRTEAFHH, NZEATFIEMMEEER,
FTBARSHAREE P ERMERLE, BHEER.

LMH---LGA (Zinc alloy retainer)

This type is a metric dimension series widely used in Asia and other
countries. All models can be done with nickle plated according z
to customers'requirements, with function of rust—proof. ’H'
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HZE/NFHETF13mm

/ K LMH13 or Less

HWEZEXFHETF16mm

LMH16 or More /

NEREHTE
S MR
diameter SUEEESA
mm Tolerance
um
6 LMH6LGA 30.6 6
8 LMH8LGA 51.6 8
10 LMH10LGA 95 10 0
12 LMH12LGA 112.4 12 -10
13 LMH13LGA 137 13
16 LMH16LGA 216 16
20 LMH20LGA 297 20
25 LMH25LGA 649 25 _:)2
30 LMH30LGA 797 30
35 LMH35LGA 1,148 35 0
40 LMH40LGA 1,740 40 -15

LMH20 L M GA
-’\4 Nickle plated

Tolerance
um

0
-13

-16

-19

-22

FER~FF1/AZ Major dimensions and tolerance

HRE e

B EEE Basic load rating
Eccentricity | Squareness g prymps

Tolerance Dynamic | Static
um CN CoN
28 18 5 20 = 35 6 3.1 323 529

+300 32 21 5 24 = 35 6 3.1 431 784
40 25 6 29 - 4.5 7.5 41 588 1,100

42 27 6 32 = 4.5 7.5 41 1 1 813 1,570

0 43 29 6 33 = 45 7.5 4.1 813 1,570
-300 48 34 6 31 22 45 7.5 4.1 1,230 2,350
54 38 8 36 24 5.5 9 5.1 1,400 2,740

62 46 8 40 32 5.5 9 5.1 20 20 1,560 3,140

0 74 51 10 49 35 6.6 11 6.1 2,490 5,490
-400 82 60 10 55 38 6.6 11 6.1 2,650 6,270
96 70 13 64 45 9 14 8.1 2 2 3,430 8,040

EFRES: 1N~0.102Kgf
SIUNIT: 1N=~0.102kgf




