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LMHM:---LGA (Zinc alloy retainer)

This type is a metric dimension series widely used in Asia and other
countries. All models can be done with nickle plated according

to customers'requirements, with function of rust—proof.
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shaft Weight
diameter LitIrDfpodliery (g) NE N N
mm ToIerance Tolerance Tolerance
8

6 LMHM6LGA 30.6 0
8 LMHM8LGA 51.6 15 -13 45 +300
10 LMHM10LGA 95 10 0 19 55

12 LMHM12LGA 112.4 12 -10 21 0 57

13 LMHM13LGA 137 13 23 -16 61 0
16 LMHM16LGA 216 16 28 70 -300
20 LMHM20LGA 297 20 32 80

25 LMHM25LGA 649 25 A 40 % 112

30 LMHM30LGA 797 30 45 123 0
35 LMHM35LGA 1,148 35 0 52 0 135 -400
40 LMHM40LGA 1,740 40 -15 60 —22 151

LMHM20 L M GA
T M i M Nickle plated

ZE#L(x2)
Fixing hole(x2)
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WER/NFHETF13mm

LMHM13L or Less

27 (x4)
Fixing hole(x4)

WEXTHET16mm
LMHM16L or More

/

FER~FF1/AZ Major dimensions and tolerance
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1R E =i Basic load rating

Eccentricit Squareness
v = DAE | BaE
Dynamic | Static
CN Co N

20

25

15

20

25

323 529
431 784
588 1,100
813 1,570
813 1,570
1,230 2,350
1,400 2,740
1,560 3,140
2,490 5,490
2,650 6,270
3,430 8,040

EFR#A: 1N~0.102kgf
SIUNIT: 1N=0.102kgf




